
Date: 19th February 2024 Asmuss 541 Te Rapa Road Hamilton DDI: 07 849 2314  Mobile: 021 224 3485 

Peel Decohesion Test Information

Customer: (Clients name to be printed on report)

Project: (The clients job referenced on the report) 

Welder ID: (Licence name & Number of welder) 

Pipe Description: (Diameter & SDR)

Pipe Batch No. (Printed on pipe) 

Fusion Date: (Date welded)

Mean Diameter  (Prior to scraping) 

Mean Wall Thickness (Prior to scraping) 

Pipe Ovality *  (Prior to scraping) 

Coupler ID*  (Make and SDR) 

Fusion Times*  (Weld & Cooling Times) 

Weather * (Conditions at time of fusion) 

Invoice To: (Who is being charged) 

Order Number: (Client Order number) 

Contact (Email or Phone of Client) 

Other: (Any additional references included in report) 

Note:  

Samples must be clean and have at least 150mm of pipe protruding past each side of the 

coupler. *The information is required in order to fulfill the reporting requirements of ISO 13954.

The expected completion time for a Peel De-cohesion test is 14 working days from the time the 

sample and order number are received at the Laboratory. 

Welds received without accompanying documentation will be held for a maximum of 2 months. 
Following this period, they will be disposed of unless relevant details are provided.
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